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Storage 
 
Plastifloor® resins contain methacrylic acid esters and acrylic acid esters such as 
methyl methacrylate (MMA) as monomers. The storage regulations are determined 
by the proportion of the monomers described. In individual cases, the applicable 
regulations can be viewed in the safety data sheet of the respective product or on 
request. 
When storing Plastifloor® resins, they must be kept away from open sources of 
ignition due to their fire hazard. Furthermore, the containers are to be stored closed 
and sufficient ventilation of the storage rooms must be ensured. The containers are 
to be protected from direct sunlight and should, if possible, be stored at a 
temperature of + 15 ° C to + 20 ° C. 
If these instructions are observed, the shelf life of the Plastifloor® resins is at least 6 
months if it is in an unopened original container. 
The containers must be stirred up before use, as partial quantities of dissolved 
substances may settle and separate out. (Paraffine) 
There are legally certain quantity restrictions for storage. From a certain size, storage 
spaces are subject to registration and approval. (check with Your local authorities) 
 
 
Packaging: 
 
 
The packaging must be manufactured, reconditioned and tested in accordance with a 
quality assurance program that is deemed to be satisfactory by the competent 
authority in order to ensure that each packaging complies with legal requirements. 
 
Every packaging that is intended for the transport of Plastifloor® products must be 
provided with labels that are permanent and legible and in a position in a format that 
is proportionate to the packaging so that they are clearly visible. The packaging must 
be of a correspondingly approved design and the parts of the packaging which come 
into direct contact with the dangerous substances it contains may not react 
dangerously with the contents, form dangerous substances or be weakened by the 
effects. 
 
Packaging used for liquid substances must successfully pass a suitable leak test and 
there must be sufficient space free of filling to compensate for any expansion. 
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Labelling: 
 
Each package must be marked with the relevant dangerous goods label, as well as 
with the UN number and the letters "UN". All mandatory markings must: 
a) be clearly visible and legible, 
b) withstand the weather without any significant impairment of their effectiveness. 
c) comply with the legally prescribed form and minimum character height 
 
Plastifloor® resins and MMA cleaners must be labeled with the hazardous goods 
label according to sample 3 and UN-1866 (UN-UN no.). 

 
 
 
Plastifloor® hardener must be labeled with the hazardous goods label according to 
sample 5.2, labeling for environmentally hazardous substances (fish and tree) and 
UN-3106 (UN-UN no.). 

 
 

The UN number and the letters "UN" must have a character height of at least 12 mm, 
except for packages with a capacity of 30 liters or less or a net weight of 30 kg or 
less and for bottles with a capacity of 60 liters or less , for which the character height 
must be at least 6mm, and with the exception of packages with a capacity of no more 
than 5 liters or a net weight of no more than 5 kg, which must be of an appropriate 
size. 
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All danger labels must have the shape of a square (diamond) placed on their point, 
they must have a side length of at least 100 mm. You need to have a line that is 
parallel to the edge at a distance of 5 mm. In the upper half the line must have the 
same color as the symbol, in the lower half the same color as the number in the 
lower corner. The danger labels must be placed against a background of contrasting 
color or must have either a dashed or a continuous outer boundary line. If the size of 
a package so requires, the danger labels may have smaller dimensions, provided 
they remain clearly visible. 
The label for environmentally hazardous substances must be 100 mm x 100 mm, 
with the exception of packages on which only smaller labels can be attached due to 
their size. The symbol must correspond to the illustration above (fish and tree). In the 
case of transport by sea, adequate labeling as a marine pollutant may also be 
required. 
 

Loading: 

 

The dangerous goods may only be handed over to the carrier: 

 

- if they are approved for transport in accordance with the regulations 

- if the dangerous goods are labeled and packaged according to regulations 

- if the vehicle complies with the regulations 

- if the vehicle is carrying the prescribed equipment 

- if the vehicle can secure the load according to the regulations 

 

The following applies to loading: 

- absolute smoking ban 

- The regulations for loading and handling must be observed 

- Bans on mixed loading are to be checked 

- Written instructions are to be handed over (if necessary) 

- Check / handover of the prescribed transport documents (if necessary) 

- Attaching large slips of paper (placards) and orange-colored labeling 

- Check of the minimum equipment and load securing 

 

If a serious accident or incident occurs during the loading, filling, transport or 
unloading of dangerous goods on the territory of a contracting party, the shipper, 
filler, carrier or recipient must ensure that the competent authority of the contracting 
party concerned (at the latest one month after the event) a report is submitted in 
accordance with the legal model (example ADR subsection 1.8.5.4) 
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Transport:  
 
All necessary papers (written instructions, transport documents, photo identification, 
...) must be easily accessible during transport. The carrier must be informed of the 
dangers and be in possession of a valid training certificate (example street: ADR 
training certificate). Apart from the members of the vehicle crew, passengers may not 
be carried in transport units with dangerous goods. It is forbidden for the driver or 
front passenger to open a package containing dangerous goods. When transporting 
according to ADR (road), the provisions laid down in the ADR apply equally to trucks 
and cars. It is expressly pointed out that the transport in a car / station wagon can 
only take place if all ADR guidelines are complied with. Vehicles with dangerous 
goods may only stop or park with the parking brake on. Trailers without a braking 
device must be secured against rolling away by using at least one-wheel chock. 
 

Discharge: 

The unloader must ensure that the correct goods are being unloaded by means of 
the corresponding information in the transport document. Furthermore, he must 
check before and during the unloading that the shipping items are not damaged 
which could cause a hazard during unloading. Otherwise, suitable countermeasures 
must be taken to avert the danger. 

When unloading, all regulations for unloading must be observed. After unloading, it 
must be ensured that the prescribed cleaning and decontamination of the vehicle or 
container takes place. When the vehicle or the container has been completely 
unloaded, cleaned and detoxified, the hazard labels must be removed. 

It is expressly pointed out that this information sheet contains only part of the 
applicable transport and storage regulations. National and international legislation 
must be checked and complied with every time dangerous goods are transported. 

If you have any further questions, our dangerous goods officer Mr. Volkmar Lull will 
be happy to help. 

E-Mail: volkmar.lull@plasti-chemie.de 

Tel.: +49 37435/7443214 

 
Our information about our products and devices as well as our systems and processes are based on extensive 
development work and application-technical experience. We convey these results, with which we assume no 
liability beyond the respective individual contract, in word and in writing to the best of our knowledge but reserve 
the right to make technical changes in the course of production development. However, this does not release the 
user from testing our products and processes for their own use. This also applies to the protection of third-party 
property rights and to the applications and procedures that we have not expressly given in writing. 
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